
Curved-edge linear lighting profile

Elegant with its oval housing, ORA is a fresh new light-

ing solution when projecting the interior of an office 

or any public building. Its high-quality housing in a 

powder coated finish makes it a bold and stylish lumi-

naire, available with various optics solutions: reflector 

(modular), opal, prismatic or asymmetric; and up and 

downlight possibilities.

Used as an individual profile or put together in contin-

uous lines.     
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FeaturesSizes Materials Options

HE: 2000lm/m; HO: 

3000lm/m

125lm/W

20-30W/m

2700 / 3000 / 4000 / 

5000K or TW 2700 to 

5000K

RA>80 / RA>90 (on 

request)

McAdam Step < 3

L80 B20 at 100.000h, 

Ta=25°C ambient 

temperature

P 846 / 1266 / 1546 /

2246 mm

P D/I: 846 / 1266 / 1546 /  

2246 mm

High-quality aluminium 

housing with powder 

coated finish 

Optics: 

Modular: wide (60°) or 

narrow (30°) / Asymmetric 

(wall-washer) / Black 

OPAL PMMA / Prismatic 

PMMA / OPAL PMMA

Lighting control: Not 

dimmable / switch DIM 

/ Flicker-free dimming 

(3-100%) DALI 2-channels 

(direct / indirect) / 

Casambi

Stand-alone sensor Active+

Emergency lighting EM1h
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Order code Description

Length 
(mm)

System 
power (W)

Light
output (lm)

Weight 
(kg)

ORA Pendant High Efficiency

O0P0Z4200EY0QX ORA P 1266 HE 1266 28 2623 3

O0P0Z5200EY0QX ORA P 1546 HE 1546 34 3206 3,7

O0P0Z8200EY0QX ORA P 2246 HE 2246 50 4663 6

O0P0Z4200EY1QX ORA P 1266 HE DALI 1266 29 2623 3

O0P0Z5200EY1QX ORA P 1546 HE DALI 1546 35 3206 3,7

O0P0Z8200EY1QX ORA P 2246 HE DALI 2246 51 4663 6

ORA Pendant High Output

O0P0Z4200OY0QX ORA P 1266 HO 1266 40 3586 3

O0P0Z5200OY0QX ORA P 1546 HO 1546 49 4383 3,7

O0P0Z8200OY0QX ORA P 2246 HO 2246 71 6374 6

O0P0Z4200OY1QX ORA P 1266 HO DALI 1266 41 3586 3

O0P0Z5200OY1QX ORA P 1546 HO DALI 1546 47 4383 3,7

O0P0Z8200OY1QX ORA P 2246 HO DALI 2246 72 6374 6

L (mm)

1266

1546

2246

ORA PENDANT

[mm]
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L
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ORA PENDANT Direct/Indirect

Order code Description
Length 
(mm)

System 
power (W)

Direct light 
output (lm)

Indirect 
light output 

(lm)

Weight 
(kg)

ORA Pendant Direct/Indirect High Efficiency

O0I0Z4200EY0QX ORA PDI 1266 HE 1266 50 2552 2451 4

O0I0Z5200EY0QX ORA PDI 1546 HE 1546 62 3190 3064 4,7

O0I0Z8200EY0QX ORA PDI 2246 HE 2246 96 4943 4750 7

O0I0Z4200EY1QX ORA PDI 1266 HE DALI 1266 51 2552 2451 4

O0I0Z5200EY1QX ORA PDI 1546 HE DALI 1546 63 3190 3064 4,7

O0I0Z8200EY1QX ORA PDI 2246 HE DALI 2246 97 4943 4750 7

ORA Pendant direct/indirect High Output

O0I0Z4200OY0QX ORA PDI 1266 HO 1266 71 3488 3352 4

O0I0Z5200OY0QX ORA PDI 1546 HO 1546 88 4361 4189 4,7

O0I0Z8200OY0QX ORA PDI 2246 HO 2246 137 6759 6493 7

O0I0Z4200OY1QX ORA PDI 1266 HO DALI 1266 72 3488 3352 4

O0I0Z5200OY1QX ORA PDI 1546 HO DALI 1546 89 4361 4189 4,7

O0I0Z8200OY1QX ORA PDI 2246 HO DALI 2246 136 6759 6493 7

L (mm)

1266

1546

2246

Prismatic

cd/klmILO R 1200 HE 25W
LED 840 MPR
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Opal Nero Asymmetric Modular narrow Modular wide

cd/klmILO R 1200 HE 25W
LED 840 MPR

0

1200

500

800

1600

Optic Code Z

OP Opal O

PR Prismatic P

AS Asymmetrical A

N Nero/black opal N

M Modular 30 3

M Modular 60 6

Optic Code Z

OP Opal O

PR Prismatic P

AS Asymmetrical A

N Nero/black opal N

M Modular 30 3

M Modular 60 6

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

Housing Color Code Q

White RAL9016 fine texture 1

Black RAL9005 fine texture 2

Grey RAL9006 fine texture 3

Reflector color Code X

For OP, PR, AS optic 0

Modular / white reflector 1

Modular / black reflector 2

Modular / grey reflector 3

Reflector color Code X

For OP, PR, AS optic 0

Modular / white reflector 1

Modular / black reflector 2

Modular / grey reflector 3

LED color temperature Code Y

2700K, CRI 80 Warm white 2

3000K, CRI 80 Warm white 3

4000K, CRI 80 Natural white 4

5000K, CRI 80 Cool white 5

2700K, CRI 90 Warm white 6

3000K, CRI 90 Warm white 7

4000K, CRI 90 Natural white 8

5000K, CRI 90 Natural white 9

2700K-5000K Tunable white D

LED color temperature Code Y

2700K, CRI 80 Warm white 2

3000K, CRI 80 Warm white 3

4000K, CRI 80 Natural white 4

5000K, CRI 80 Cool white 5

2700K, CRI 90 Warm white 6

3000K, CRI 90 Warm white 7

4000K, CRI 90 Natural white 8

5000K, CRI 90 Natural white 9

2700K-5000K Tunable white D

Gå till produktkonfigurator 




